LVPECL SURFACE MOUNT VCXO

SERIES VPF3
B ELECTRICAL SPECIFICATION
Frequency Range (Fo) 10.000 ~ 170.000 MHz
Supply Voltage (Vs) 3.3+10% VDC
Control Voltage Range (Vcc) 1.65+1.35VDC
Input Current 80 mA max
Frequency Stability 20 ppm, £25, £50 ppm, £1000 ppm
Frequency Adjustment Range 150 ppm min, £80 ppm min
Operating Temperature Range 20~ +70:C
-40 ~ +85°C
Storage temperature Range -55 ~+125°C
0/ ~ )
Symmetry at 50% Vs 404/;)% ?05/;0/80 t_T_ir;thz?[rd
Output Rise / Fall Time 6 ns max
CMOS Logic “0” Level 1.68 V max
Logic “1” Level 2.42 V min
Load (Terminus to Vs-2V) 50 Q

Pin 1: High or Open / Output enabled (Pins 4 & 5)
Pin 1: Low / Output disabled (High impedance)
RMS Phase Jitter (12kHz ~ 20 MHz) 1 ps max

Enable / Disable Function
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LVPECL SURFACE MOUNT VCXO

SERIES VPF3
B MECHANICAL SPECIFICATION
32801
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IF NOT SPECIFIED:
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i Marking PIN FUNCTIONS:

- [1] CONTROL VOLTAGE
[2] ENABLE / DISABLE
[3] GND
1 2 3 [4] OUTPUT

[5] NC

[6] SUPPLY VOLTAGE
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TYPE SERIES
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VOLTAGE STABILITY TEMPERATURE PULLABILITY SYMMETRY FREQUENCY

20: £20

VPF 3 3:33 25: £25 .| Hz:-20~+70 | - 8500,: f150°0 ; b'a“"T:_4f5"~gg -] 10.000 ~ 170.000
50: +50 D3: -40 ~+85 = :
10: 100

EXAMPLE: VPF3325-D3-50-T-70.000

Surface Mount VPF3 Series LVPECL Fundamental VCXO, 3.2 x 2.5 mm, 3.3 VDC Supply Voltage, +25 ppm Stability
from -40°C to +85°C, +50 ppm Frequency Adjustment Range, Symmetry 45% to 55%, 70.000 MHz
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